
 
Pipe Size (mm) 

 
Backfill (m3/m) 

 
68-mm x 13-mm Corrugation Profile  

300 
 

0.09  
375 

 
0.11  

450 
 

0.14  
525 

 
0.17  

600 
 

0.19  
675 

 
0.22  

750 
 

0.26  
825 

 
0.31  

900 
 

0.37  
1050 

 
0.49  

1200 
 

0.64  
1350 

 
0.81  

1500 
 

1.00  
1650 

 
1.20  

1800 
 

1.43  
1950 

 
1.67  

2100 
 

1.93  
75-mm x 25-mm or 125-mm x 25-mm Corrugation Profile  

900 
 

0.39  
1050 

 
0.52  

1200 
 

0.67  
1350 

 
0.84  

1500 
 

1.03  
1650 

 
1.24  

1800 
 

1.47  
1950 

 
1.71  

2100 
 

1.98  
2250 

 
2.26  

2400 
 

2.57  
2550 

 
2.89  

2700 
 

3.24  
2850 

 
3.60  

3000 
 

3.98  
3150 

 
4.38  

3300 
 

4.80  
3450 

 
5.24  

3600 
 

5.70 

 
 

METHOD 2 – STRUCTURE BACKFILL QUANTITIES 
(Circular Corrugated Interior Pipe) 

 
Figure 17-2T 


